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-12...-22
4(30°C/55 % RH)

91/108
35/43

450 x 450 x 520
568 x 568 x 897
600 x 600 x 940

54
120
120
176

2
150
1,80
44,5

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

165/195
47/58

600 x 510 x 663
719 x 629 x 892
740 x 680 x 950

48
102
102
114

2
190
2,70
47,5

Mechanical
230/50

R404a/R290

32
68
68
76 

4
220
2,90
52,3

Mechanical
230/50

R404a/R290



24
54
54
60

5
300
4,40
53,8

Mechanical
230/50

R404a/R290

22
48
48
54

6
400
6,40
57,3

Mechanical
230/50

R404a/R290



16
34
34
40

8
440
7,20
59,5

Mechanical
230/50

R404a/R290



54
120
120
176

2
150
1,80
44,5

Mechanical
230/50

R404a/R290

48
102
102
114

2
190
2,70
47,5

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

238/264
56/70

890 x 510 x 708
1009 x 615 x 949

140 x 680 x 980

34
68
68
76

4
220
2,90
52,3

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

325 / 352
65 / 81

1180 x 495 x 708
1298 x 615 x 949
1330 x 680 x 980

24
54
54
60

5
300
4,40
53,8

Mechanical
230/50

R404a/R290



22
48
48
54

6
400
6,40
57,3

Mechanical
230/50

R404a/R290



54
120
120
176

2
150
1,80
44,5

Mechanical
230/50

R404a/R290

48
102
102
114

2
190
2,70
47,5

Mechanical
230/50

R404a/R290



34
68
68
76

4
220
2,90
52,3

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

325 / 352
65 / 80

1180 x 510 x 663
1298 x 629 x 892
1330 x 680 x 950

24
54
54
60

5
300
4,40
53,8

Mechanical
230/50

R404a/R290



22
48
48
54

6
400
6,40
57,3

Mechanical
230/50

R404a/R290

 18
38
38
45

6
420
6,80
58,1

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

85 /100
41 / 49

450 x 450 x 490
598 x 598 x 897
600 x 600 x 940

54
120
120
176

2
150
1,80
44,5

Mechanical
230/50

R404a/R290

48
102
102
114

2
190
2,70
47,5

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

238 / 264
56 / 70

890 x 510 x 708
1009 x 615 x 949
1040 x 680 x 980

34
68
68
76

4
220
2,90
52,3

Mechanical
230/50

R404a/R290

24
54
54
60

5
300
4,40
53,8

Mechanical
230/50

R404a/R290



22
48
48
54

6
400
6,40
57,3

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

486/ 555
96 / 114

1630 x 495 x 708
1752 x 680 x 890
1790 x 680 x 980

18
38
38
45

6
420
6,80
58,1

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

157/ 211
52 / 63

600 x 510 x 660,5
740 x 650 x 973

830 x 770 x 1050

42
84
84

100
2

200
2,63
47,5

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

245/ 326
62 / 76

890 x 510 x 660,5
1030 x 650 x 973

1120 x 770 x 1050

30
64
64
72

4
220
2,70
52,3

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

334 / 440
72 / 87

1180 x 510 x 660,5
1320 x 650 x 973

1410 x 770 x 1050

24
50
50

6
5

300
4,76
53,8

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

410 / 539
110 / 122

1430 x 510 x 660,5
1570 x 650 x 973

1660 x 770 x 1050

20
42
42
50

6
400
5,85
57,3

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

105 / 152
47 / 59

510 x 515 x 695
645 x 650 x 940

700 x 700 x 1000

48
102
102
114
NA

190
2,50
44,5

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

138 / 185
52 / 63

600 x 510 x 571
740 x 650 x 804
820 x 760 x 885

42
86

129
147

2
200
2,63
47,5

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

218/286
62/762

890 x 510 x 571
1030 x 650 x 804
1110 x 760 x 885

30
64
96

108
4

240
2,70
52,3

Mechanical
230/50

R404a/R290

-12...-22
4(30°C/55 % RH)

298/388
72/87

1180 x 510 x 571
1320 x 650 x 804
1400 x 760 x 885

24
50
74
84

5
300
4,90
53,8

Mechanical
230/50

R404a/R290



-12...-22
4(30°C/55 % RH)

367/475
110/122

1430 x 510 x 571
1570 x 650 x 804
1650 x 760 x 885

20
42
63
75

6
400
5,85
57,3

Mechanical
230/50

R404a/R290



UCD 2240 SCEL
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770 x 700 x 960

48
102
102
114

1020x700x960

34
70
70
78

UED 150 A++ UED 210 A++



1320x700x960

24
54
54
60

1540 x 700 x 960

22
48
48
54

UED 310 A++ UED 410 A++



UDD 160 BK UDD 260 BK



UDD 360 BK UDD 460 BK



UDD 560 BK   UDD 6 60 BK



-15...-25
4L1(43°C/50 % RH)

296 / 283
65/58

890 x 510 x 682
1012 x 715 x 903
1040 x 750 x 905

33
66
66
78

1/4
175
2,3

48,0
Mechanical

230/50
R134a/r600a

-15...-25
4L1(43°C/50 % RH)

191/ 182
53,5/48,5

600 x 510 x 682
720 x 715 x 903
740 x 750 x 905

42
96
96

108
1/2
160
1,9

47,5
Mechanical

230/50
R134a/r600a



-15...-25
4L1(43°C/50 % RH)

401 / 384
84 / 64,5

1298 x 510 x 682
1302 x 715 x 903
1330 x 760 x 905

24
54
54
60

2/5
385
1,96
48,5

Mechanical
230/50

R404a/r600a

-15...-25
4L1(43°C/50 % RH)

492 / 371
94 / 76

1430 x 510 x 682
1552 x 715 x 833
1585 x 750 x 905

20
46
46
52

2/5
385
1,96
48,5

Mechanical
230/50

R404a/r600a



-15...-25
4L1(43°C/50 % RH)

675 / 646
118,5 / 87,5

1935 x 510 x 682
2055 x 715 x 833
2095 x 750 x 905

16
34
34
38

3/8
385
4,6

48,8
Mechanical

230/50
R404a/r600a





U
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-12...-22
4L1(30°C/55 % RH)

270 / 300
96 / 106

475 x 440 x 1550
595 x 640 x 1965
665 x 685 x 2100

24
54
54
60

6
635

13,40
51,2

Mechanical
230/50

R404a/R290

UDD 45 DTK UDD 370 DTKL



-12...-22
4L1(30°C/55 % RH)

270/300
70/80

475 x 440 x 1550
595 x 640 x 1840
680 x 710 x 1950

24
51
51
60

6
270
5,00
51,2

Mechanical
230/50

R404a/R290

UDD 370 DTK UDD 370 DTK BK



-12...-22
4L1(30°C/55 % RH)

353/480
114/123

577 x 495 x 1684
680 x 655 x 2090
665 x 685 x 2100

24
54
54
60

6
867

15,28
54,5

Mechanical
230/50

R404a/R290

-12...-22
4L1(30°C/55 % RH)

353/487
109/120

577 x 495 x 1684
680 x 655 x 2090
760 x 710 x 2207

24
48
48
57

6
867

15,28
54,5

Mechanical
230/50

R404a/R290

UDD 440 DTKL UDD 440 DTKLB



UDD 440 DTKL NF UDD 440 DTKLB NF UDD 690 DTKL NF



574 x 595 x 895

96
200
240
276

580 x 580 x 1462

58
112
144
164

24
51
68
79

UED 3094 DTK A+ UED 5170 DTK A+ UED 7265 DTK A+
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40

+1...+10
4(30°C/55 % RH)

85 / 100
41 / 49

450 x 450 x 490
598 x 598 x 897
685 x 650 x 980 

54
108
108
120
NA

108
72

240
2,50
44,5

Mechanical
230/50

R134a/R600

USS 300 BY2K SC



41

+1...+10
4(30°C/55 % RH)

283 / 290
59 / 67

890 x 510 x 682
1056 x 665 x 895
1085 x 710 x 870 

32
66
99

114
NA

413
322
340
3,00

 52,3
Mechanical

230/50
R134a/R600

+1...+10
4(30°C/55 % RH)

283 / 290
59 / 67

890 x 510 x 682
1056 x 665 x 895
1085 x 710 x 870 

32
66
99

114
NA

413
322
340
3,00
 52,3

Mechanical
230/50

R134a/R600

USS 300 BY2K 



42

+1...+10
4(30°C/55 % RH)

45 / 57
32,5 / 37

398 x 320 x 442
455 x 475 x 715
530 x 540 x 840

88
264
264
300

2

55/5
20/5

215
3,40
 43,1

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

55 / 85
37,5 / 43

410 x 380 x 550
480 x 520 x 840
560 x 590 x 960

80
160
160
184

2

75/5
65/5

215
4,50
44,2

Mechanical
230/50

R134a/R600a



43

+1...+10
4(30°C/55 % RH)

60 / 100
45,5 / 51

560 x 260 x 632
650 x 405 x 940

740 x 460 x 1050

76
160
160
180

3

88/8
48/8

210
4,60
45,0

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

110 / 170
73 / 83

2x(410 x 380 x 550)
965 x 545 x 840

1055 x 590 x 960

40
80
80

100
2x2

150/10
130/10

230
9

47,3
Mechanical

230/50
R134a/R600a

USS 100 DSCL USS 190 D2KL
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UMD 65 KS UMD 110 KS     

438



45

+1...+10
4(30°C/55 % RH)

190 / 215
61 / 68

505 x 462 x 1025
595 x 640 x 1435
610 x 660 x 1530

27
57
57
80

3

224/7
154/7

250
3,90
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

190 / 215
52 / 58

505 x 462 x 1025
595 x 640 x 1310
610 x 660 x 1390

27
57
57
80

3

224/7
154/7

250
2,70
46,8

Mechanical
230/50

R134a/R600a

USS 220 DTK BK     



46

+1...+10
4(30°C/55 % RH)

260 / 290
74 / 80

505 x 462 x 1350
595 x 640 x 1780
610 x 660 x 1860

27
57
57
80

4

331/7
224/7

300
4,10
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

269 / 290
68 / 74

505 x 462 x 1350
595 x 640 x 1640
610 x 660 x 1720

27
57
57
80

4

331/7
224/7

290
3,60
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

260 / 290
59 / 65

505 x 462 x 1355
595 x 640 x 1640
610 x 660 x 1720

27
57
57
80

4

331/7
224/7

290
2,90
46,8

Mechanical
230/50

R134a/R600a

USS 300 DTK BK     



47

+1...+10
4(30°C/55 % RH)

345 / 372
78 / 85

505 x 462 x 1555
595 x 640 x 1980
610 x 660 x 2060

27
57
57
80

5

399/7
259/7

370
5,20
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

345 / 372
79 / 86

505 x 462 x 1555
595 x 640 x 1980
610 x 660 x 2060

27
57
57
80

5

399/7
259/7

370
5,20
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

345 / 380
83 / 90

515 x 462 x 1555
595 x 626 x 1980
610 x 660 x 2060

27
57
57
80

5

476/7
308/7

370
4,90
46,8

Mechanical
230/50

R134a/R600a

USS 374 D2KL     



48

+1...+10
4(30°C/55 % RH)

345 / 372
78 / 85

505 x 462 x 1555
595 x 640 x 1980
610 x 660 x 2060

27
57
57
80

5

399/7
259/7

370
5,20
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

345 / 372
74 / 81

505 x 462 x 1555
595 x 640 x 1840
610 x 660 x 1920

27
57
57
80

5

399/7
259/7

350
4,80
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

345 / 372
64 / 70

505 x 462 x 1555
595 x 640 x 1840
610 x 660 x 1920

?
?
?
?
5

399/7
259/7

350
4,30
46,8

Mechanical
230/50

R134a/R600a

USS 374 DTKLE           USS 374 DTK BKUSS 374 D2KL                
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+1...+10
4(30°C/55 % RH)

374 / 438
101 / 112

585 x 495 x 1115
680 x 655 x 2090
760 x 705 x 2230

24
51
51
57

5

504/8
376/8

390
5,70
51,6

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

347 / 412
100 / 111

585 x 495 x 1515
680 x 655 x 2090
760 x 705 x 2230

24
51
51
57

5

504/8
376/8

390
5,70
51,6

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

629 / 657
123 / 136

702 x 555 x 1682
780 x 705 x 2080
855 x 780 x 2310

19
42
42
46

5

770/10
490/10

485
5,90
53,4

Mechanical
230/50

R134a/R600a
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+1...+10
4(30°C/55 % RH)

690 / 744
154 / 166

2x(505 x 462 x 1555)
1190 x 640 x 1980
1270 x 720 x 2080

13
27
27
31

5x2

(399/7)x2
(259/7)x2

730
9,80
46,8

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

686 / 988,5
171 / 186

1000 x 652 x 1533
1110 x 822 x 2000
1170 x 870 x 2160

12
26
26
30

5

1190/15
833/15

850
10,80

55,4
Mechanical

230/50
R134a/R600a

USS 748 D2KL     USS 1100 DSCL  
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+1...+10
4(30°C/55 % RH)

524 / 771
150 / 160

890 x 572 x 1533
1000 x 742 x 2000
1040 x 790 x 2160

14
30
30
34

5

910/13
546/13

700
8,70
55,4

Mechanical
230/50

R134a/R600a

+1...+10
4(30°C/55 % RH)

645 / 945
164 / 178

1090 x 572 x 1533
1200 x 742 x 2000
1240 x 790 x 2160

11
24
24
31

5

1120/16
672/16

850
10,70

55,4
Mechanical

230/50
R134a/R600a

USS 1000 DSCL     USS 1200 DSCL   
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USS 1000 D2KL USS 1200 D2KL

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm]
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Capacity/Facing [pcs]
• Can (330ml) 
• Pet Bottle (500ml)
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

+1...+10
4(30°C / 55 % RH)

771/524
160/150

890 x 572 x 1533
1000 x 742 x 2000
1060 x 790 x 2160

14
30
38

5

910/13
546/13

700
8,70
55,4

Mechanical
230 / 50

R134a/R600a

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm]
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Capacity/Facing [pcs]
• Can (330ml) 
• Pet Bottle (500ml)
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

+1...+10
4(30°C / 55 % RH)

524 /771
150 /160

1090 x 572 x 1533
1200 x 742 x 2000
1240 x 790 x 2160

14
30
30
34

5

910/13
546/13

700
8,70
55,4

Mechanical
230 / 50

R134a/R600a
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USS 374 DTKL SZ BK     



54

USS 440 DTKL SZ BK     
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+1...+10
4(30°C/55 % RH)

190 / 215
64/ 71

505 x 461 x 1020
595 x 662 x 1426
665 x 685 x 1500

24
54
54
60

3

224/7
154/7

250
3,90
46,8

Mechanical
230/50

R134a/R600a

USS 95 DTK Premium     USS 220 DTK Premium      
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USS 275 DTK Premium      USS 275 DTKL Premium      



57

USS 300 DTK Premium      



58



59

USS 1800 D5K     



60



61

USS 1200 D2KL      USS 1500 D3K



62

USS 374 DTKB SRP      USS 374 DTK SRP USS 374 DTK BK SRP
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+2...+12
3(25°C/60 % RH)

670 / 305
225/ 213

710 x 640 x 1400
800 x 1000 x 2155
890 x 1050 x 2213

12
26
26
30
NA

NA
NA

1450
20,00

58,5
Mechanical

230/50
R134a/R600a

+2...+12
3(25°C/60 % RH)

1100 / 750
318/ 300

1170 x 640 x 1400
1260 x 1070 x 2262
1350 x 1120 x 2320

8
17
17
20
NA

NA
NA

1670
29,00

61,5
Mechanical

230/50
R134a/R600a

UMD 670 AS UMD 1100 AS
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UMS 220 DTKL

                +1...+10
4(30°C / 55 % RH)

                          227/223
                           78/71

495 x 485 x 939
 595 x 629 x 1486
665 x 665 x 1655

24
54
60

4
250
1,5

46,8
Electronic

230 / 50
R600a

                +1...+10
4(30°C / 55 % RH)

                          354 / 349
                           95 / 88

495 x 485 x 1475
 595 x 529 x 2016
665 x 665 x 2186

24
54
60

7
250
1,7

47,5
Electronic

230 / 50
R600a

MEDICAL COOLERS

UMS 380 DTKL
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Installation Options

67

stand alone

line up

back to back
(as an island)

back to back with crown end
(as an island with crown end)



UMD 1450 D BODRUM

0/+10
-18...-23

0...+10/-18...-23
3(25˚C/60% RH)

443/585
466/585
443/585
132/147
111/126
132/147

1320x720x600
      1456x858x890

1520x920x1000

12
30
36

Opt
470
490
490
3,16
6,65
6,65
53,1

Electronic
230/50

R404a/R290

Temperature Range [°C]

Climate Class
Net/Gross Volume [l]

Net/Gross Weight [kg]

Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]

Energy Cons. [kWh/24h]

Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

68



UMD 1850 GB S BODRUM
UMD 1850 GB D BODRUM
UMD 1850 GB D/S BODRUM

UMD 1850 S BODRUM
UMD 1850 D BODRUM
UMD 1850 D/S BODRUM

0...+10
-18...-23

0...+10/-18...-23
3(25˚C/60% RH)

468/666
470/666
468/666
132/147
111/126
132/147

1720x720x525
      1856x858x815

1920x920x925

12
24
28

Opt
490
500
500
3,76
7,25
7,25
54,5

Electronic
230/50

R404a/R290

Temperature Range [°C]

Climate Class
Net/Gross Volume [l]

Net/Gross Weight [kg]

Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]

Energy Cons. [kWh/24h]

Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

Temperature Range [°C]

Climate Class
Net/Gross Volume [l]

Net/Gross Weight [kg]

Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]

Energy Cons. [kWh/24h]

Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

0...+10
-18...-23

0...+10/-18...-23
3(25˚C/60% RH)

550/789
563/789
550/789
144/160
122/138
144/160

1720x720x602
      1858x858x890

1920x920x1000

12
26
26
28

Opt
490
500
500
3,76
7,25
7,25
54,5

Electronic
230/50

R404a/R290
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UMD 2500 S BODRUM
UMD 2500 D BODRUM
UMD 2500 D/S BODRUM

Temperature Range [°C]

Climate Class
Net/Gross Volume [l]

Net/Gross Weight [kg]

Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]

Energy Cons. [kWh/24h]

Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

0...+10
-18...-23

0...+10/-18...-23
3(25˚C/60% RH)

786/1109
797/1109
786/1109

200/219
172/191
200/219

2370x720x600
      2506x858x910

2570x920x1000

8
16
16
20

Opt
700
590
590
4,60

10,50
10,50

59,3
Electronic

230/50
R404a/R290

UMD 2100 S BODRUM 
UMD 2100 D BODRUM
UMD 2100 D/S BODRUM

Temperature Range [°C]

Climate Class
Net/Gross Volume [l]

Net/Gross Weight [kg]

Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]

Energy Cons. [kWh/24h]

Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

0...+10
-18...-23

0...+10/-18...-23
3(25˚C/60% RH)

641/912
653/912
641/912
175/193
152/170
175/194

1970x720x600
      2106x858x910

2170x920x1000

12
26
26
28

Opt
660
560
560
4,35
8,07
8,07
57,1

Electronic
230/50

R404a/R290
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USS 1500 D3K

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

+1...+10
4(30°C/55 % RH)

1148/1208
206,5/211,5

1390x571x1522
1500x720x2044
1555x750x2065

      10
22
22
25
12

1200
7,8

62,8
Mechanical

230/50
R134a
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UFR 1500 DIK 3D
Temperature Range [°C]             
Climate Class                      
Gross/net Volume [l]              
Gross/net Weight [kg]
Dimensions [W*D*H] [mm]
• Internal                                
• External                               
• With Packing                        
Loadability [pcs]
• 20'ft Dc                                                        
• 40'ft Dc
• 40'ft Hc                                                        
• 13,6 Mt Truck
Shelves/baskets                                       
Input Power [W]                                   
Energy Cons. [kWh/24h]                       
Noise Level [dB(A)]                                   
Type Of Cooling                        
Power supply [V/Hz]                      
Refrigerant (Std/opt)            

 

           -18/-23
                   3 (25 C -60%RH)

             1208/1148

                          1492x585x1518
                              1600x760x2030

                        1660x795x2070

                                                        7
                                                       15

                                   24
12

                                   1200
                     20,0

                                  63
                        Mechanical

                      230/50
          R404A/R290

 15

224/229
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Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

+1...+10
3(25°C / 60 % RH)

200/165
138/128

705 x 1075 x 295
1015 x 1255 x 905

1040 x 1280 x 1010
      

9
20
20
23
NA

900
15,00

54,5
Mechanical

230 / 50
R404a/R290

UMD 200 HS

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

+1...+10
3(25°C / 60 % RH)

200/165
138/128

705 x 1075 x 295
1015 x 1255 x 905

1040 x 1280 x 1010
      

9
20
20
23
NA

900
15,00

54,5
Mechanical

230 / 50
R404a/R290

UMD 200 HD
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• Excellent display for various of ice cream
• Tempered and heated serving glass
• Easy-to-move and heated serving glass
• Easy to mount and dismount the ice cream boxes
• Digital controller and automatic defrost system
   allowing constant temperature

• 4 wheels for easy movement
• Optional panel with light

ICE CREAM SHOW CASES
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UDR 7 B UDR 9 B
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• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

990 x 918 x 225
1175 x 1130 x 1340
1200 x 1170 x 1450

      
8

20
20
22
NA

1250
20,00

55,0
Electronic

230 / 50
R404a/R290

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

990 x 918 x 225
1175 x 1130 x 1340
1200 x 1170 x 1450

      
8

20
20
22
NA

1250
20,00

55,0
Electronic

230 / 50
R404a/R290
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• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

990 x 918 x 225
1175 x 1130 x 1340
1200 x 1170 x 1450

      
8

20
20
22
NA

1250
20,00

55,0
Electronic

230 / 50
R404a/R290

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

990 x 918 x 225
1150 x 1130 x 1340
1200 x 1170 x 1450

      
8

20
20
22
NA

1250
20,00

55,0
Electronic

230 / 50
R404a/R290
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• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

1180 x 918 x 225
1725 x 1130 x 1340
1750 x 1170 x 1450

      
6

13
13
15
NA

1250
20,00

55,0
Electronic

230 / 50
R404a/R290
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• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

890 x 510 x 708 x 610
1010 x 615 x 949 x 829

1100 x 750 x 1010
      
30
64
64
72
NA

220
2,90
52,3

Mechanical
230 / 50

R404a/R290

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

1180 x 495 x 708 x 610
1300 x 615 x 949 x 829

1400 x 750 x 1010
      
24
50
50
56
NA

300
4,90
53,8

Mechanical
230 / 50

R404a/R290

 +12...-22
4(30°C / 55 % RH)
                           4.8

                          8
105/93

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

1180 x 495 x 708 x 610
1300 x 615 x 949 x 829

1400 x 750 x 1010
      
24
50
50
56
NA

300
4,90
53,8

Mechanical
230 / 50

R404a/R290

UDR 5 SCE UDR 7 SCE UDR 8 SCE
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UDR 12 BULUT

291/276
24

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

990 x 918 x 225
1159x 1147 x 1429
1185x 1186 x 1500

      
6

13
13
15
NA

1250
20,00

55,0
Electronic

230 / 50
R404a

UDR 12 PİRAMİT

291/276
24

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

990 x 918 x 225
1159x 1120 x 1387
1185x 1245 x 1450

      
6

13
13
15
NA

1250
20,00

55,0
Electronic

230 / 50
R404a



619/479
28

• Internal
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Input Power [W]
Energy Cons. [kWh/24h]
Noise Level [dB(A)]
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

1320 x 790 x 710
1385 x 1122 x 1429
1470 x 1210 x 1275

      
6

13
13
15
NA

1250
20,00

55,0
Electronic

230 / 50
R404a

81
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• Perfect display for beverages and buttermilk

• Available in various volumes suitable for both high and low density

• Transparent tank and steel body available for brandindg applications 

• Seperable parts allowing ideal cleaning

COLD BEVERAGE DISPENSERS



COLD BEVERAGE DISPENSERS

USM 10

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           11/10
                           22/20,5

180 x 500 x 580
 280 x 580 x 670

                     240
                          672
                          672

768
NA

230/50
                  R134a

USM 20 A

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           22/20
                           24/22

180 x 500 x 705
 280 x 580 x 780

                     240
                          672

672
                          768

NA
230/50

                  R134a

83



COLD BEVERAGE DISPENSERS

USM 20

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           22/20
                           24/23

180 x 500 x 705
 280 x 580 x 780

                     240
                          672
                          672

768
NA

230/50
                  R134a

USM 4X20 A

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           88/80
                           55/51

720 x 500 x 705
 820 x 580 x 780

                     84
                          168

168
                          192

NA
230/50

                  R134a

84
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COLD BEVERAGE DISPENSERS

USM 20+10 S/A

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           33/30
                           42/39,5

540 x 500 x 580
 640 x 580 x 670

                     108
                          288

288
                          336

NA
230/50

                  R134a

USM 10+10 S/A

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           22/20
                           32/30

360 x 500 x 580
 460 x 580 x 670

                     150
                          416

416
                          464

NA
230/50

                  R134a



COLD BEVERAGE DISPENSERS
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USM 20+20 S/A

USM 20+20 S/A
                +5...+10

4(30°C / 55 % RH)
                           44/40

                           34/32,5

360 x 500 x 705
 460 x 580 x 780

                     150
                          416

416
464

                    NA
230/50

                  R134a

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

USM 40+20 S/A
                +5...+10

4(30°C / 55 % RH)
                           60/66
                           43/46

540 x 500 x 705
 640 x 580 x 780

                     108
                          216

216
                          252

NA
230/50

                  R134a

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)
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• Perfect design with 4 sides tempered glass to display pastry

• Correct temperature for protection the freshness of the pastry

• Attractive wooden covering for UPD 1

• Internal lighting and glass shelves for better display

• Self turning shelves

• Easy-to-move with wheels

PASTRY DISPLAY CABINETS
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Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           460/464
                           170/176

700 x 730 x 1790
 750 x 770 x 1950

                     21
                          48

48
54

Mechanical
230

                  R134a

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           460/575
                           205/215

775 x 805 x 1785
 920 x 950 x 2050

                     12
26
26
28

Mechanical
230

                  R134a

UPR 1 UPR 2
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Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           1413/1422
                           370/385

2010 x 700 x 1790
 2060 x 750 x 1950

                     8
17
17
19

Mechanical
230

                  R134a

Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Shelves/baskets [pcs]
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           460/575
                           205/215

775 x 805 x 1785
 920 x 950 x 2050

                     12
26
26
28

Mechanical
230

                  R134a

UPR 3 UPR 1 A
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Temperature Range [°C]
Climate Class
Gross/net Volume [l]
Gross/net Weight [kg]
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

                +5...+10
4(30°C / 55 % RH)

                           57/75
                           52/56

600 x 415 x 1385
 640 x 480 x 1420

                     36
75
75

105
Electronic

230/50
                  R134a

Ice Making Capacity (kg/24h)
Ice Capacity For One Cyle (pcs)
Weight Of Ice (g)
İce Storage Capacity (kg)
Gross/Net Weight[kg]  
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

                32
24

                           20...25
10...12

                           46/48

520 x 625 x 660
 550 x 645 x 695

                     300
600
600
800

Electronic
230/50

                  R134a

USP 85
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Ice Making Capacity (kg/24h)
Ice Capacity For One Cyle (pcs)
Weight Of Ice (g)
İce Storage Capacity (kg)
Gross/Net Weight[kg]  
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

                48
32

                           20...25
20...24

                           63/65

600 x 565 x 880
 615 x 590 x 910

                     60
120
120
138

Electronic
230/50

                  R134a

Ice Making Capacity (kg/24h)
Ice Capacity For One Cyle (pcs)
Weight Of Ice (g)
İce Storage Capacity (kg)
Gross/Net Weight[kg]  
Dimensions [W*D*H] [mm] 
• External
• With Packing
Loadability [pcs]
• 20'ft Dc
• 40'ft Dc
• 40'ft Hc
• 13,6 Mt Truck
Type Of Cooling
Power supply [V/Hz]
Refrigerant (Std/opt)

               75
40

                           20...25
35...40

                           71/74

680 x 560 x 1130
 700 x 600 x 1170

                     54
120
120
152

Electronic
230/50

                  R134a








